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Description: 21-metre vivier
crabber

Built: 2022

Class: MCA

Construction: Steel

Length O/A: 21 metres

Breadth moulded: 7.70 metres

Depth moulded: 4.45 metres

Gross Tonnage: 218 tonnes

Berths: 10

Vivier gross volume: 50,000 litres

General Detail



Main Engine & Gearbox

Engine Make: Volvo Penta

Type: D16 MH (650HP)

Max Power: 484kW

Max RPM: 1800rpm

Gearbox: Reintjes
WAF374 L 7.476:1 

Propeller: 4-bladed 2100mm 
diameter

Description:

Steel hulled motor fishing vessel of double chine, transom stern, bulbous bow, soft nose stem 
and with full length shelter, arranged for static gear creel fishing, fitted with a vivier tank and dry 
hold with refrigerated bait lockers, and manned by a crew of a maximum of 10 men including 
the skipper. Below deck subdivided by four watertight bulkheads into: aft accommodation with 
steering gear, engine room, vivier, hold and forepeak. Main deck: aft steel galley, mess 
washroom casing. Pot hauling position at starboard, forward. Shelter is non-weathertight, 
aluminium forward, hatch over pot hauling area. Aluminium aft wheelhouse and fore mast on 
shelter. The vessel is designed so that when the vivier tank is pumped out, the vessel has a 
Starboard lift to assist unloading. 

Statistics

Fuel capacity: 18,000 litres

Fresh water: 12,000 litres

Operating speed: 9 knots

Aux Engines

Make: Volvo Penta 

Type: 2 x D5TA-B TA

Max Power: 100kVA

Max RPM: 1500rpm

Welfare

Sleeps: 10

Galley and Mess Room, Lobby,

Separate Toilet and Shower Rooms

Other Equipment

Hydraulic 
hauler: 

Britannia 1.5 
tonne

Bow Thruster: Kort KT90

Refrigeration & 
Air Conditioning

SPX Refrigeration 
& Engineering 
Services

Bait lift: SWL 150kg

Steering: Wills Ridley
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